
INSULATION LAYERS

SUBSTRATE

3" QUICKSEAM SPLICE TAPE

SINGLE-PLY QUICKPRIME

EXISTING or NEW CANT 

USE APPROPRIATE
TERMINATION

WOOD NAILER

EPDM MEMBRANE or
QUICKSEAM CURB FLASHING

BONDING ADHESIVE

2"  MIN.

WHITE EPDM MEMBRANE (SEE SPECS)

BATTEN FASTENED 12" O.C. with 
SEALANT OVER FASTENER HEADS

6"

TYP. CURB FLASHING DETAIL

CONCRETE

(NTS)

TAPER INSULATION

SUBSTRATE
WALL

WALL

NOTE:

1. APPLY WHITE LAP SEALANT AROUND ENTIRE 
PERIMETER OF SEAM FLASHINGS. 

CONTINUOUS BEAD OF  LAP
SEALANT (TYP., SEE SPECS)

SINGLE-PLY QUICKPRIME

WHITE 6" QUICKSEAM FLASHING

CONTINUOUS BEAD OF WATERBLOCK

EXISTING METAL SCUPPER SLEEVE

NEW FASTENER

BONDING ADHESIVE

EPDM MEMBRANE

BONDING ADHESIVE

USE APPROPRIATE TERMINATION

URETHANE SEALANT
CONTINUOUS BEAD OF

WHITE  EPDM MEMBRANE

EXISTING FASTENER

CENTERED OVER EDGE OF SCUPPER FLANGE

WHITE 12"
QUICKSEAM

FLASHING

WHITE 6" QUICKSEAM FLASHING
CENTERED OVER EDGE OF SCUPPER SLEEVE

TYP. SCUPPER DETAIL

CONCRETE

(NTS)

NOTES:

1. HOLE IN MEMBRANE SHOULD EXTEND A MINIMUM OF 1/2"

2. INSULATION ADJACENT TO DRAIN TO BE APPROPRIATE

3.
THICKNESS WITH APPROVED BONDING ADHESIVE.
WATERBLOCK MIN. OF 1/2 OF 10 OZ. TUBE PER 4" DRAIN.

4. IN RE-ROOF APPLICATIONS:
- REMOVE EXISTING FLASHINGS DOWN TO METAL BOWL
- REPAIR OR REPLACE BROKEN DRAIN COMPONENTS
- DRILL AND TAP BROKEN DRAIN BOLTS AND REPLACE

BEYOND CLAMPING RING AND SHOULD NOT BE

IF NECESSARY.

CONTINUOUS BEAD OF 
WATERBLOCK (SEE NOTES)

NEW COMPRESSION RING

STRAINER BASKET

USE ADDITIONAL WATERBLOCK FOR LARGER DRAINS.

SMALLER THAN THE DIAMETER OF THE LEADER PIPE.

1/2"  MIN.

BONDING ADHESIVE

TAPER INSULATION (SEE NOTES)
INSULATION LAYERS

SUBSTRATE

IF FIELD SEAM EDGE IS WITHIN 9" OF DRAIN
COMPRESSION RING, A EPDM TARGET PATCH IS NEEDED.

SUMP AREA FIELD SEAM REQUIREMENTS:

12" 
6" MAX.

SUBSTRATE

EPDM MEMBRANE

TYP. ROOF DRAIN DETAIL

CONCRETE

(NTS)

TYP. DETAIL E, Roof 33
(NTS)

TYP. DETAIL F, Roof 33 @ SHED
(NTS)

NEW LADDER, Roof 33

6"

NEW FIXED LADDER WITH WALK-THRU HANDRAILS TO
BE ONE PIECE WELDED ASSEMBLY, 2"X2"X1

4" STEEL
ANGLE, 34" CORRUGATED STEEL ROUND CLIMBING
RUNGS 12" OC AND 7" STAND OFF BRACKETS; SIMILAR
TO FS INDUSTRIES F14W SERIES, GALVANIZED FINISH.

(NTS)

TYP. DETAIL H, Roof 11 & 12
(NTS)

TYP. NEW COUNTER FLASHING DETAIL 

(NTS)
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